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Model NE3000EU

Support Operating 
System

Windows 7 / 8 / 10 (32 bits and 64 bits), macOS 10.7 and above, iOS 7.0 and above, 
Android 4.0 and above

Desktop Streaming up to 1080p, 60 fps

Screen Mirroring Google cast for Android, AirPlay for iOS

Usage mode Corporate mode; Education mode

Max. Participants Up to 64

Split Screen Up to 4

WiFi 802.11ac, b/g/n, 2.4GHz & 5GHz, 2T2R with external antenna

Output HDMI-Out;
Audio-Out 3.5mm mini jack

Output resolution FullHD1080p (1920 x 1080); WXGA (1280 x 800); HD720p (1280 x 720); XGA (1024 x 
768)

Input Ethernet RJ45 (PoE); USB Type A x 2; MicroSD Slot; HDMI-In; Audio-In 3.5mm mini jack; 
DC Jack Power-In

CPU ARM Cortex A9 Quad-Core at 1.6 GHz

Storage 8GB

Security Dual Network, AES-256 encryption, Kensington lock

Power Input to AC adaptor: AC 100-240V, 50/60Hz. Output from AC adaptor: 5V/2A, Consump-
tion: 10W

Dimensions 
(L x W x H) 165 x 123 x 21 mm

Weight 250 g
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